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The most beautiful
frames around your view

Quality
Made in Denmark
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BØJSØ Doors & Windows
expert craftsmanship built on solid traditions!

Quality and Tradition

we have produced windows and doors since 1972 
- and on a basis of quality and service combined 
with professional pride. We do not compromise 
with the raw materials or the artisanal finish it is 
your guarantee for the best windows and doors 
on the market.

Working directly with sawmills

We work with foreign sawmills, and through 
them, we have direct contact with sawmills in 
Siberia. We work closely with and regularly visit 
the sawmills so we are sure that we get the 
wood quality that can live up to our strict quality 
requirements, says the company’s founder Lasse 
Sørensen (Son of founder Bøje Sørensen)

Bøje Sørensen 
Founder

Professional advice is important to us

You will find Bøjsø’s export department ready by phone with advice, help and 
guidance. Our consultants have many years experience of exporting and years 
of experience in the window industry. We believe that you should be entitled 
to this, as a customer. 

- we continue with old artisanal traditions  
with modern production techniques
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Longer lifespan
- With 150 year old tree trunks

What is Heartwood?

A debarked tree trunk consists of two parts, sap-
wood and heartwood. Sapwood is the outer layer 
of the trunk. It is more porous and is that part of 
the trunk that provides the wood with moisture 
from the root system. The heartwood is the inner 
part of the trunk and consists of a mature tree 
with closed pores. The tree grows a ring a year 
and at the same time the heartwood matures a 
ring a year. The matured heartwood contains a 
resin and an anti-fungicide substance. Heartwood 
has therefore been ‘impregnated’ by nature itself. 
Heartwood is only able to contain approx. 20% 
moisture. Rot and fungicide sets in with a moisture 
content of min. 28-30% over a period of 3 weeks 
in the summer.

Siberian tree trunks.

Heartwood has a long lifespan

The quality of wood has a big impact on the life 
of a window. The external part is more exposed 
to moisture. Here, Bøjsø, use Siberian Larch. The 
heartwood is sourced from 300 year old trees 
where we only use the wood from the lower 
4-6meters of the trunk.The wood here is virtu-
ally without knots thereby avoiding resin bleeding 
and yellowing of the paint surface, which is often 
found around knots. The quality of the Siberian 
Larch that we use has an unusually long life as the 
wood can’t be broken down by rot and fungicide.

Heartwood doesn’t rot

The picture right shows a piece of frame from 
1860. It is clear that the heartwood is intact how-
ever rot is seen in the sapwood.

The quality control continues

We have an outdoor trial stand where the timber is exposed to the extreme 
weather. We trial both heartwood and sapwood and regularly check the mois-
ture content.

In the pictures are shown examples of the test results on the sapwood and 
heartwood respectively. The difference is quite clear. Sapwood soak up to 
60% moisture over a year which means that there’s is a chance of rot setting 
in within 10 years. The heartwood has a general moisture content of max. 
15-20% over a year.
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Coupled Windows 
Triowood®

We have, through a number of years gained great recognition (appreciation) for our coupled 1+2 windows, Triowood.
Triowood has no rebating on the internal casement which is then lower than the external casement. This allows more light through 
and makes it a nicer window.

In order to meet with the high energy demands in Denmark and the ever increasing insulation values, we have been keeping up 
with these demands by further developing our 1+2 window. Model Triowood has one pane of glass in the external casement and a 
double glazed unit in the internal casement. We have developed unique method for fitting the glass to the internal casement so that 
the profile is slimmer and is therefore now also without a rebate.

We are now also supplying Triowood with diffusion gasket between the casements. This gasket prevents dirt and grit collecting in 
the cavity between the casements, thermore it offers a better sound insulation. The unique glazing method with the diffusion gasket 
is a Bøjsø patent.
Model DuoWood 1+1 is for listed buildings (English Heritage).
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Handles

Triowood is also available with 
handle and handle controlled  
friction brake.

Solid bars between 19 to 25 mm  
in various profiles

Profile 12

Profile 17

Profile 19

   Benefits of Triowood

• Triowood is energy efficient and meets the high 
energy demands in Denmark. Triowood meets 
also the increased demands set by the Danish 
Building Regulations in 2020.

• External casements and frames are made from 
high quality Siberian Larch. Internal frame is 
made of pine.

• We are sole manufacturers of coupled windows 
with a diffusion gasket between the casements. 
The diffusion gasket prevents dirt and grit col-
lecting between the casement and also offer  
a better sound solution.

• Energy efficient glass with warm edge, 
especially suitable for new build and reno-
vation.

• Genuine glazing bars are 19-25 mm and 
come with various profiles.
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Triowood: 7 right choices
Triowood coupled windows, - expert craftsmanship built on solid traditions!

Coupled windows
- accessories

Triowood® has many unique and beautiful details, some are Bøjsø patent.
Triowood® is an energy efficient window, based on the European Standard Measure 
 (1230 x 1480 mm) it has a U-value of 1,15. More energy efficiency glazing  
 is available.
Triowood® is also efficient, when it come to sound reduction.

Perfect craftsman joints as  
in the old days

Slim profiles and staggered frames 
allows for maximum light and also 
highlights the profiles

A rebate free sash together with 
a hidden seal fitted on the frame 
allows for a shadow free finish

Siberian Larch externally on the frame 
and sash. Siberian larch has similar  
durability to oak and is knot free,  
we use 100% heartwood

A Bøjsø patented diffusion tape reduces 
the need for cleaning between the 
sashes and enhances the sound and 
heat insulation qualities

Hand applied linseed oil putty that does 
not dry out or crack which gives a sharp 
and traditional finish

19mm genuine glazing bars manufac-
tured from Siberian Larch with a putty 
seal
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Example of angle braces (brackets) and angle hinges, White hinges are available, lift-off hinges, the internal casement is released with a magnet

A C

F D

E

Head of frame

Jambs

Transom

Angle braces (brackets)

Glazing bar 

A. External casement fastener

Mullion

Cill section (bottom frame)

B. Trickle vent

C. Internal casement fastener

D. Window stay

E. Transom

F. Flush bolt for flying mullion
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Triowood: 7 right choices
Triowood coupled windows, - expert craftsmanship built on solid traditions!

Coupled windows
- accessories
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Standard windows
with energy efficient glass and simulated bars 

In this product range we have developed a double glazed 
standard window with the same narrow profiles as on 
the coupled windows, and in the same high quality. 
This is suitable in some architecture and is an affordable 
alternative to coupled windows.
A combination of coupled windows at the front and 
standard windows at the back of the house is also a fre-
quently used combination.
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Benefits of Secondary Glazing 

Elegant frame profiles that provide a classic and elegant 
appearance.
There is a very large energy saving, especially if second-
ary glazing with low energy thermal glass is chosen.
Secondary glazing frames are available with noise-
reducing glass. Double glazed units with two different 
thicknesses of glass provides the best noise reduction.
The existing single glazed windows in the house can 
be preserved with while allowing an elegant solution 
inside, including beautiful brass fittings and subtle 
white hinges.
Secondary glazing frames with one layer of energy glass 
can be used for conservation and listed buildings.

Secondary Glazing
- Keep your windows and save on heat. A good alternative.

Secondary Glazing is a good alternative, if you want to preserve the existing windows in layers of glass while getting 
a better insulation. Secondary Glazing from Bøjsø is done with profiles that fit old windows and are ideal for both 
renovation or as urban renewal.

Secondary glazing is made to measure, tailored to your windows.
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Entrance doors  
- in stylish and beautiful designs

It is vitally important that the doors fit the house style, so that the 
facade expression and architecture is maintained. Bøjsø will assist 
you in finding the right door type, so you can welcome guests in 
the right way. 
We have various solution possibilities and could manufacture fol-
lowing an existing door or drawing. Entrance doors from Bøjsø 
always provide a perfect solution.

Unique wood quality

All door sashes and exterior frames are made from Siberian larch. 
The wood we use is from Siberian Larch which is around 300 years 
old. We only use wood from the base of the tree which almost 
knot free. This way you avoid the yellow staining occurring in the 
surface paint. A door from Bøjsø made from Siberian larch keeps 
its shape, doesn’t warp and can hardly be decomposed by rot and 
fungus.

The glazing bars make all the difference.

Entrance doors from Bøjsø come with genuine glazing bars and 
putty line. Also available with simulated glazing bars and panelled 
doors.
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Bøjsø Doors

Front doors from Bøjsø are made in laminated siberian larch. This 
means it cant be decomposed by rot and fungus and the door 
leaf doesn´t warp. The doors are available as both inward and 
outward opening, patio or front door.
All made to measure.

Doors from Bøjsø are available in 4 different types. All doors are 
available with solid panels and glass, and also in a combination 
of these.
Genuine glazing bars in same size as windows.

B-Profile double glazed KDS profile double glazed with 
stamford glazing bead

FDK profile with coupled sash 
and putty rebate

Patio doors are also available as a 
coupled door
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K-1-17

K-1-12

K-1-19
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There are different options  
to choose from

Standard Windows with simulated bars, a classic window with many possibilities.

Secondary Glazing, keep your original windows and achieve significant insulation values and sound reduction.

Siberian Larch

Siberian Larch

14 Triowood is available with 3 
narrow glazing bars. Standard 
is 19 mm.

The simulated bar is cut into the sash

Lovely details characterises secondary glazing from Bøjsø

Triowood coupled windows, are compatible with the architecture and are energy efficient.
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There are different options  
to choose from

Siberian Larch

Front door, Type FDK Coupled patio door Standard front door and 
patio door

Secondary Glazing 
Single Glazed 

Visit our homepage. All technical details and descriptions are available here
We are always ready to assist you with advice, help and guidance.

Standard Windows
Profile B

Triowood Coupled windows
Profile 19
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RAL 9010 
Pure white 

RAL 9001 
Cream

RAL 7035  
Light grey

RAL 7042 
Traffic grey

RAL 6009
Fir green

RAL 3011
Brown red

RAL 5008 
Grey blue

RAL 8016 
Mahogany brown 
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Surface treatment
 Your choice

Overview 
Triowood coupled windows and doors

Surface treatment

We have tested wood and paint quality over many years in our 
own testing conditions, but also at the Technological Institute 
in Taastrup and in Malaysia. The climate in Malaysia has an 
extremely high heat and humidity, and poor quality materials 
will degrade very quickly.

The tests show that Aquatop paint from Teknos has a great dura-
bility. The tests also show that the better the wood quality, the 
longer the durability of the paint film. One reason for this is that 
Siberian larch absorbs significantly less moisture than traditional 
pine which means that there is less movement in the tree and 
thus less strain of the paint film.

Bøjsø, as one of the first window manufacturers in Denmark, 
has been certified as an ØK02 approved manufacturer. To be 
ØK02 approved requires that all exterior, exposed wood surfaces 
must contain min. 95% heartwood. We offer 8 different standard 
colours that you can freely choose from. If you so wish to have 
a different colour, this can of course also be available for a small 
additional cost.

 For further information on surface treatment and possible other 
options - please contact us.

Frosted glass

Frosted glass comes in many different variants. We have chosen 
to include two different types in our standard program. If you 
have special requests - please enquire for details.

Energy Rated Glass

Windows and doors are of great importance for the total heat 
loss with new build or renovation / replacement. There is much 
to be saved on the heating bill and at the same time is environ-
mentally friendly.

Our coupled system is intended to achieve the highest possible 
energy efficiency without energy coatings in the glass becoming 
so powerful that it has a significant impact on the view through 
the window. It is also a profitable solution when heat loss is 
related to the price of the used glass.

Silvit Satin (sandblasted) This is a selection af possible designs with many more available - please ask for information



SK-1-1 SK-2-2 SK-3-3

SK-2-1 SK-4-2 SK-6-3

SK-3-1 SK-9-3SK-6-2

SK-12-3SK-8-2SK-4-1

SK-8-2+SK-4-1+ SK-12-3+

SK-18-3SK-12-2SK-6-1

SK-8-1 SK-24-3SK-16-2

SDK-6-6SDK-4-4SDK-2-2 SDK-9-6SDK-6-4SDK-3-2 SDK-8-4SDK-4-2 SDK-12-6

SDK-15-6SDK-10-4SDK-5-2

SDK-16-4SDK-8-2 SDK-24-6 SDK-30-6SDK-20-4SDK-10-2

SDK-36-6SDK-24-4SDK-12-2

TDGFK-6-1-1 TDGFK-12-2-2 TDGFK-3-1-1 TDGFK-6-2-2

TDGK-5-1 TDGK-10-2 TDGK-10-1 TDGK-20-2 TDGFK-16-2-2TDGFK-8-1-1TDGK-24-2TDGK-12-1

OPGK-1-1

OPGK-2-1 OPGK-4-1

OPGK-3-1

OPGK-8-1-X OPGK-4-1-SOL

OPGK-4-1-SOPGK-7-1-X
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Surface treatment
 Your choice

Overview 
Triowood coupled windows and doors

This is a selection af possible designs with many more available - please ask for information



T-1-1

FKUR-3 TF-3-1

STH-3-3SF-5-4 SD-5-5 TH-2-2V

T-2-2TF-2-1V TF-4-1V TF-3-1VFKUR-1
SF-2-1L

FKUR-2V

SD-15-6SD-10-4SD-5-2SD-16-4SD-8-2 SD-24-6 SD-30-6SD-20-4SD-10-2

SD-6-6SD-4-4SD-2-2 SD-9-6 SD-12-6SD-6-4SD-3-2 SD-4-2 SD-8-4

S-18-3S-12-2S-6-1 S-8-1 S-24-3S-16-2

S-8-2+S-4-1+ S-12-3+

S-12-3S-8-2S-4-1

S-3-1 S-9-3S-6-2

S-2-1 S-4-2 S-6-3

S-1-1 S-2-2 S-3-3

This is a selection af possible designs with many more available - please ask for informationThis is a selection af possible designs with many more available - please ask for information
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Overview
Standard double glazed windows

 Overview
Front doors and terrace doors



FDG-2-2 FDG-8-2

FDGF-6-2-2 FDGF-12-2-2

FDG-4-2 FDGF-2-2-2

FDF-6-2H
Herregård

Herregård
FDF-10-2H FDGF-6-4-2B H

Herregård

FDG-6-2 FDG-20-2FDG-10-2

FDGF-16-2-2 FDF-8-2H
Herregård

Herregård
FDGF-2-4-2B H

FDGF-8-4-2 FDF-6-2

FDGF-1-1-1 +
SPGF-1-1-1

FDGF-2-2-1 +
SPGF-1-1-1

FDGF-6-2-1 +
SPGF-3-1-1

FDF-3-1 +
SPG-1-1

FDMS-2 +
SPG-1-1

FDF-8-1 +
SPG-1-1

FDF-10-1 +
SPG-5-1

FDG-1-1 FDG-3-1VFDGF-1-1-1M FDGF-2-2-1 FDGF-6-1-1 FDF-10-1FDGF-6-2-1 FDG-10-1 FDF-8-1

FDF-5-1FDGF-2-1-1 FDF-4-1VFDGF-1-2-1 FDF-3-1 FDF-4-1 FDGF-4-3-1 FDGF-4-3-1B FDGF-6-2-1BFDF-4-1F

FDMS-4FDMS-3 FDMS-5+GU20FDMS-5FDMS-2FDM-1 FDGF-1-1-2M

SPGF-3-1-1SPGF-1-1-1 SPG-5-1SPG-2-1SPG-1-1

FDGF-4-4-2FDGF-4-1-2

OPG-4-1OPG-2-1

FDG-2-1

FDM-1+GU40

OPG-3-1OPG-1-1

This is a selection af possible designs with many more available - please ask for informationThis is a selection af possible designs with many more available - please ask for information
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Overview
Standard double glazed windows

 Overview
Front doors and terrace doors
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Bøjsø Døre & Vinduer A/S
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Guarantee and Security

When you purchase a product from Bøjsø  door and window A/S you receive certainty and guarantee 
conditions which emphasises our quality and promise for an economic and further proof investment. You 
simply have to follow our normal  maintenance instructions and other conditions which are explained 
in our warranty document.

•  20 years guarantee against decay in Siberian larch, this applies only to items which are ordered and 
delivered with Siberian larch wood on the exterior.

 Applies to new products which are ordered from and including 1st December 2014.

• 10 years guarantee on the durability, construction and function of other wood types.
  Under the window construction union together with our own warranty which clarifies the guarantee 

conditions, 5 years guarantee is granted on hardware, glass and surface treatment, applies to new 
products which are ordered from and including 1st April 2015.

DVV / VSI

Bøjsø products are produced under our own stringent quality conditions, furthermore they are checked 
twice a year by DVC quality inspectors who among other things check that the VSO technical conditions 
are maintained. 
Checked here are construction details, amount of heartwood included, paint thickness and quality condi-
tions generally. We would like to point out that the heartwood inspection is carried out with regard to 
Bøjsø's own requirements of 95-100% heartwood on the outer parts of units where the standard DVC's 
requirements are 60% heartwood.

Furthermore Bøjsø is a member of BYG, construction employer, therein the individual consumer is cov-
ered up to 100.000 per building claim up to 5 years. This guarantee also applies should the producer 
cease to exist at the time of the claim. It is the construction federations appeal process which will under-
take an impartial and professional assessment of the claim.
These guarantee conditions combined with Bøjsø´s continuing production developments over the past 40 
years gives our clients the best security.

Please check our current Credit Worthiness on our homepage

www.boejsoe.co.uk
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About us… uncompromising quality since 1972
Preserving building traditions combined with modern technic

Bøjsø was founded in 1972 by Bøje Sørensen. From the very 
beginning, quality has always has always been a priority. There 
were no compromises made on craftsmanship, material or 
energy characteristics. This made Bøjsø the leading supplier in 
Denmark of quality timber windows in traditional style and with 
20 years with guarantee. 
Whilst keeping the old craftsmanship, at the same time we 
improve on our product in order to keep up with the ever chang-
ing high demands from the Danish Building Regulations. 

If you ask our clients what characterises us, you will often meet 
these answers: individuality, uncompromising quality and guar-
antee, paired with reliable service.

 Why buy windows from Bøjsø?

•  We offer professional advice based on many years in the 
window business. 

•   We have great respect for architecture and traditional 
buildings.

•  We try to optimise the daylight into a building, the energy 
whilst keeping respect for the original design.

•  The right windows can improve a building both architectur-
ally as well as energy wise. With savings due energy costs 
being a benefit.

Bøjsø’s products are tried and tested
Our ongoing tests contribute greatly to what we have today - 
very high quality, which is well above what one would expect on 
the window market.

Quality of wood

All exterior wood is high quality Siberian Larch, cut from approx. 
300 year old trees. We only use wood from the base of the tree 
which is almost knot free.
This way you avoid the yellow staining occouring in the surface 
paint, which usually appears when you have knots in the timber. 
The Siberian Larch which we use has an exceptionally long life 
span, and can virtually not be damaged by rot and fungi.
Our motto is: if windows and doors are to withstand the harsh 
Danish climate then only the best timber is good enough.

Putty

Many know the problems with old linseed oil putty, which 
cracks and falls off. Bøjsø have therefore used many resources 
to develop and test a special Bøjsø putty that hardens slowly, 
and do not have these unfortunate properties. In 1990 we had 
the putty tested at the Technological Institute and again in 2004. 
Both tests clearly show that after a forced testing period corre-
sponding to 10-15 years in Danish climate, our oil/putty is still 
100% intact and watertight. The tests are made on the putty, 
that are not painted. However, we recommend that the putty line 
is painted when windows are painted first time. Bøjsø’s windows 
are treated by hand.

RAL: 9010, 7046, 5008, 6020, 8011, 9004, 3011

Surface treatment

We have tested wood and paint quality over many years in our 
own testing conditions, but also at the Technological Institute 
in Taastrup and in Malaysia. The climate in Malaysia has an 
extremely high heat and humidity, and poor quality materials 
will degrade very quickly.

The tests show that Aquatop paint from Teknos has a great dura-
bility. The tests also show that the better the wood quality, the 
longer the durability of the paint film. One reason for this is that 
Siberian larch absorbs significantly less moisture than traditional 
pine which means that there is less movement in the tree and 
thus less strain of the paint film.

Bøjsø, as one of the first window manufacturers in Denmark, has 
been certified as an  ØK02 approved manufacturer. To be ØK02 
approved requires that all exterior, exposed wood surfaces must 
contain min. 95% heartwood. We offer 8 different standard colours 
that you can freely choose from. If you so wish to have a different 
colour, this can of course also be available for a small additional cost.
For further information on surface treatment and possible other 
options - please contact us
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Doors & Windows

Højagervej 5-7
DK-6623 Vorbasse

Tel.: +45 75 33 33 44
Fax: +45 75 33 37 73

E-mail: sales@boejsoe.co.uk
www.boejsoe.co.uk

CVR:12 22 44 94
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